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Figures: 
 

 
Figure 1: Simple RC network model of ventilator system and patient 
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Figure 2: Ventilators circuits used for testing and validation, HME=heat and moisture exchanger, VT+ HF= Fluke VT+ HF flow 
meter, INSP.=inspiration, EXP. = expiration 
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Figure 3: Characterisation plots from testing data using Circuit 1, a. is for the non-return valve, b is for the SOR . 
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Figure 4: Plots of measured data, together with model prediction for the validation tests made using Circuit 3. 
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APPENDIX A 
 
As shown in Figure 1, the model consists of the patient lung/airway resistance (R) and compliance (C), 
and a resistance (Rv) and compliance (Cv) representing the properties of the ventilator tubing system. 
The airway flow rate, q, is related to the rate of change in airway pressure pp, according to: 

𝑅
𝑑𝑞

𝑑𝑡
+

1

𝐶
𝑞 =

𝑑𝑝𝑝

𝑑𝑡
 

(1) 

And flow from the ventilator, given by tubing pressure drop divided by resistance, is split between the 
patient and what is absorbed by tube compliance (including gas compressibility): 

𝑝 − 𝑝𝑝

𝑅𝑣
=  𝑞 + 𝐶𝑣

𝑑𝑝𝑝

𝑑𝑡
 

(2) 

Combining equations (1) and (2), the gas volume reaching the patient’s lungs, v, can be related to the 
ventilator pressure, p, by: 

𝑅𝐶𝑅𝑣𝐶𝑣

𝑑2𝑣

𝑑𝑡2
+ (𝑅𝐶 + 𝑅𝑣𝐶𝑣 + 𝑅𝑣𝐶)

𝑑𝑣

𝑑𝑡
+ 𝑣 = 𝐶𝑝 

(3) 

  

 

Physically realistic parameter values lead to a very small second derivative term, so: 

(𝑅𝐶 + 𝑅𝑣𝐶𝑣 + 𝑅𝑣𝐶)
𝑑𝑣

𝑑𝑡
+ 𝑣 ≈ 𝐶𝑝 

(4) 

Due to ventilator or patient properties, the inspiration and expiration parameters may be different.  
Therefore, the first order response represented by (2) may have different inspiration and expiration 
time constants, given by: 

𝜏𝑖 = 𝑅𝑖𝐶𝑖 + 𝑅𝑣𝑖(𝐶𝑣𝑖 + 𝐶𝑖) 

𝜏𝑒 = 𝑅𝑒𝐶𝑒 + 𝑅𝑣𝑒(𝐶𝑣𝑒 + 𝐶𝑒) 

(5) 

In pressure control, the ventilator pressure p approximates a series of square pulses.  The lung 
volume during inspiration at time t, in addition to the Functional Residual Capacity (FRC) of the 
patient’s lungs, is given by: 

𝑣(𝑡) = 𝑉𝑖𝑠𝑠 − (𝑉𝑖𝑠𝑠 − 𝑉𝑚𝑖𝑛)𝑒−𝑡 𝜏𝑖⁄      for    0 ≤ 𝑡 < 𝑇𝑠  (6) 

where Viss is the steady state asymptote of the inspiration phase, Vmin is the minimum volume, which 
occurs at the start of inspiration, and Ts is the time at which the ventilator switches from high to low 
pressure (Figure A1).  During expiration the volume is given by: 

𝑣(𝑡) = 𝑉𝑒𝑠𝑠 + (𝑉𝑚𝑎𝑥 − 𝑉𝑒𝑠𝑠)𝑒−(𝑡−𝑇𝑠) 𝜏𝑒⁄      for    𝑇𝑠  ≤ 𝑡 < 𝑇  (7) 

where Vess is the steady state asymptote of the expiration phase, Vmax is the maximum volume, which 
occurs at the start of expiration, and T is the period for the full breathing cycle. These functions are 
illustrated in Figure A1. 
 
The steady state volumes are given by the product of compliance and pressure: 

𝑉𝑖𝑠𝑠 = 𝐶𝑖𝑃𝑖     and      𝑉𝑒𝑠𝑠 = 𝐶𝑒𝑃𝑒   (8) 

where Pe is the low pressure setting of the ventilator (PEEP), and Pi 
is the high pressure used for inspiration. 
 
Maximum volume is reach at the end of inspiration, i.e. at t = Ts, and minimum volume is reached at 
the end of expiration, i.e. at t = T, so (6) and (7) can be written at these particular times as: 
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𝑉𝑚𝑎𝑥 = 𝑉𝑖𝑠𝑠 − (𝑉𝑖𝑠𝑠 − 𝑉𝑚𝑖𝑛)𝑒−𝑇𝑠 𝜏𝑖⁄      (9) 

𝑉𝑚𝑖𝑛 = 𝑉𝑒𝑠𝑠 + (𝑉𝑚𝑎𝑥 − 𝑉𝑒𝑠𝑠)𝑒−(𝑇−𝑇𝑠) 𝜏𝑒⁄      (10) 

Define the following coefficients: 
𝑎 = 𝐶𝑖(1 − 𝑏)  (11) 

𝑏 = 𝑒−𝑇𝑠 𝜏𝑖⁄  (12) 

𝑐 = 𝐶𝑒(1 − 𝑑) (13) 

𝑑 = 𝑒−(𝑇−𝑇𝑠) 𝜏𝑒⁄  (14) 

 

 
Figure A1. Lung volume waveform variable definitions 

 
Thus the minimum and maximum volumes are related to the ventilator pressures by: 

[
𝑃𝑖

𝑃𝑒
] = 𝐊 [

𝑉𝑚𝑎𝑥

𝑉𝑚𝑖𝑛
] 

(15) 

𝐊 = [

1

𝑎

−𝑏

𝑎
−𝑑

𝑐

1

𝑐

] 

(16) 

So the maximum and minimum volume and tidal volume (VT) can be calculated:  

[
𝑉𝑚𝑎𝑥

𝑉𝑚𝑖𝑛
] = 𝐊−𝟏 [

𝑃𝑖

𝑃𝑒
] 

(17) 

𝑉𝑇 = 𝑉𝑚𝑎𝑥 − 𝑉𝑚𝑖𝑛 (18) 

Equation (17) is equivalent to: 

𝑉𝑚𝑎𝑥 =
𝑎𝑃𝑖 + 𝑏𝑐𝑃𝑒

1 − 𝑏𝑑
   

𝑉𝑚𝑖𝑛 =
𝑎𝑑𝑃𝑖 + 𝑐𝑃𝑒

1 − 𝑏𝑑
   

 

(19) 

 
Calculating inspiration restrictor resistance 

The resistance required to achieve a specified tidal volume �̃�𝑇 can be found.  From (10), (14), and 
(18): 

�̃�𝑚𝑎𝑥 =
�̃�𝑇 + (1 − 𝑑)𝑉𝑒𝑠𝑠

1 − 𝑑
  

(20) 

Hence �̃�𝑚𝑖𝑛 can be found from (18), and the new inspiration time constant can be found from (9): 

�̃�𝑖 = −𝑇𝑠/𝑙𝑛 (
𝑉𝑖𝑠𝑠 − �̃�𝑚𝑎𝑥

𝑉𝑖𝑠𝑠 − �̃�𝑚𝑖𝑛

)     
(21) 

From (5), the additional resistance, 𝑅𝑟, in the inspiration line can be found: 
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𝑅𝑟 =
�̃�𝑖 − 𝑅𝑖𝐶𝑖

𝐶𝑣𝑖 + 𝐶𝑖
− 𝑅𝑣𝑖 

(22) 

Alternatively, if the original tidal volume is required to be maintained but with an increased 
ventilator pressure Pi, equation (21) can be used with a new value for the end-inspiratory steady 
state volume Viss given by (8), and (22) can be again used to find the restrictor resistance for the new 
inspiratory time constant. 
 
As this model does not need a time-marching numerical solution, results can be determined by 
calculations in, for example, a spreadsheet.  A view of such an implementation is given in Appendix 
B. 
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APPENDIX B 
 
A snapshot of a flow restrictor sizing spreadsheet 
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