A coupled electro-mechanical approach for early diagnostic of carpal tunnel syndrome

Saveliy Peshin¹,², Julia Karakulova³, Alex G. Kuchumov¹,²*

¹ Department of Computational Mathematics, Mechanics and Biomechanics, Perm National Research Polytechnic University, Perm, Russia
² Biofluids laboratory, Perm National Research Polytechnic University, Perm, Russia
³ Department of Neurology and Medical Genetics, Perm State Medical University, Perm, Russia

*Corresponding author: kychymov@inbox.ru (AGK)
Abstract

Carpal tunnel syndrome (CTS) is a pathology affecting hand function caused by median nerve overload. Numbness in the fingers, a loss of sensory and motor function in the hand, and pain are all symptoms of carpal tunnel syndrome. The lack of numerical data about the median nerve mechanical strain inside the carpal tunnel is the main disadvantage of current clinical approaches employed in carpal syndrome diagnostics. Moreover, application of each diagnostic method alone often leads to misdiagnosis. We proposed a combined approach including hand motion capture, finite element modelling (FEM), and electromechanical simulations to evaluate median nerve compression and find a correlation with hand mobility. The hand motion capture provided the boundary conditions for FEM. After that, FEM simulations of finger flexion and hand flexion/extension were performed. Further, FEM results were put in the electrical model of nerve conduction based on the Hodgkin-Huxley model and extended cable equation. It was exhibited median nerve conduction reduced significantly throughout the flexion and extension of the hand that compared to finger flexion. During finger flexion and hand flexion and extension, the load distribution over each of nine finger flexor tendons was evaluated. The tendons of the index finger were found to have the highest Mises stress values. It was found how tendon and connective tissue contact types affected carpal tunnel pressure. The difference between the contact types was 31.7% for hand extension and 59.9% for hand flexion. The developed approach has the potential to become an alternative diagnostic method for CTS at early stages. Additionally, it can be employed as non-invasive procedure for evaluation of carpal nerve stress.
Keywords: carpal tunnel syndrome, finite element modelling, motion capture, wrist, hand, Hodgkin-Huxley model, cable equation, median nerve.
Introduction

Carpal tunnel syndrome (CTS) is the most common tunnel neuropathy [1–3]. The loss of sensory and motor functions in the hand impairs personal and social functioning [4]. CTS patients were found to be challenged by lack of hand mobility and failure to perform basic daily activities such as holding a pen, carrying out a job, or having a healthy night's sleep [5]. Initially, CTS only causes numbness and pain. The mild sensations can be rapidly eliminated by shaking out your hand. Rarely do people seek treatment in this situation. But as the suffering worsens day by day, sufferers feel compelled to get help. Additionally, every extra day of waiting increases the likelihood of serious nerve damage, which will make a person disabled. Meanwhile, hand pain is not always carpal tunnel syndrome [6,7]. Relevant diagnostic methods at the moment are: questionnaires, movement tests, electrodiagnostic studies, magnetic resonance imaging (MRI), computer tomography (CT) and ultrasound investigation [8]. It should be noted that these diagnostic techniques' specificity and sensitivity are not always great, particularly at the early stages of CTS diagnosis. Additionally, utilizing just one method alone frequently results in incorrect diagnosis [9,10].

Questionnaires

Mononeuropathy clinical guidelines include questionnaires in many countries [11]. The most informative ones are: Boston Carpal Tunnel Questionnaire (BCTQ) [12], Disability of the Arm, Shoulder, and Hand Outcome Measure (DASH) [13], Michigan Hand Outcome Questionnaire (MHQ) [14], Upper Extremity Functional
Scale (UEFS) [15] and others [16–19]. The stage of the disease can be determined based on the results of the questionnaire.

It is evident that none of the outcome measures utilized in CTS patients can be regarded as the best or ideal outcome measure. Therefore, the clinician should choose the outcome measure in accordance with the main goal of their study and the target audience, the environment, and the time restrictions [20].

**Provocative tests**

Sensitive and specific provocative tests are important components of the physical and diagnostic examination of human’s body. The most commonly used provocative tests for CTS are Tinel sign, Phalen’s test, and Durkan’s test [21]. On the one hand, these methods can be used equally with questionnaires to speed up the general understanding of a person's health status [22]. On the other hand, these methods are not completely relevant for making a diagnosis, especially in the early stages of carpal tunnel syndrome.

**Injection tests**

Another diagnostic test is the glucocorticosteroid injection into the carpal tunnel area. If the patient reacts positively afterwards (pain disappears), CTS is considered confirmed [23]. However, patients may decline treatment, if they experience anxiety after receiving a glucocorticosteroid injection [24].

**Electrodiagnostic testing, MRI and ultrasound studies**

Electrodiagnostic studies include nerve conduction studies and electromyography. Nerve conduction studies confirm CTS by detecting abnormal
median nerve conduction through the carpal tunnel when conduction is normal elsewhere [25]. The most clinically informative indicators are the M-response amplitude and median nerve conduction velocity. Electrodiagnostic studies have a sensitivity of 56% to 85% and a specificity of 94% to 99% for CTS [26]. Results may be normal in 30% of patients with mild CTS [27]. In addition, MRI is commonly used in CTS diagnosis as an objective method of determining the extent of morphological changes in the carpal tunnel [28]. However, MRI is difficult to assess the severity of the clinical course of the syndrome or the condition of the median nerve over time. Changes to the median nerve can be assessed not only by MRI, but also by ultrasound [29,30]. Ultrasound can detect the following characteristics: an increase in the cross-sectional area of the median nerve at the level of the carpal bones (distal carpal fold) > 9.8 mm² [31], flattening of the nerve at the entrance to the carpal tunnel [32], echogenic features variations [33] and estimate the transverse sliding patterns of the median nerve during finger movements [34]. Electrophysiological tests do not seem to be as cost-effective as using diagnostic ultrasonography to diagnose CTS [35].

**Finite element modelling**

Numerical values for carpal tunnel pressure can be determined using the finite element modelling (FEM). This method is widely used in various fields and has recently been applied in medicine [36]. The human carpal tunnel area includes tendons, ligaments, muscles, bones, nerves and others [37]. Thus, the application of the FEM was focused on studying the stress-strain state of all these tissues [38–49]. The transverse ligament is the upper arch of the carpal tunnel. It holds the tendons inside the canal and protects the median nerve from external loads. In this
context, the studies by Guo [39] and Yao [44] have aimed at determining the load on the transverse ligament. Ko and Brown [38] investigated the effect of fluid within the carpal tunnel on median nerve stress using FSI calculations. Their study shows that the effect of fluid is low compared to the mechanical contact of the tendons. The subsynovial connective tissue (SSCT) is inside the carpal tunnel and encompasses the tendons and median nerve. Biomechanical approaches using the FEM were developed by Henderson et. al. [42] and Chang et. al. [45] to determine SSCT mechanical behavior. The carpal bones are the lower arch of the carpal tunnel. On the other hand, the carpal bones have mobility during hand flexion and extension. Thus, the FEM has been widely applied to model the carpal bones [41,47–49]. Perevoshchikova et. al. [41] considered a 3D-printed scaffold for scapholunate ligament reconstruction. It is also good to look at the studies where researchers have created complex models of the carpal tunnel, tendons and fingers [40,43,46,50]. Mouzakis et. al. [46] developed a model based on a slice of an MRI scan. The model includes all tissues occurring in the carpal tunnel. Wei et. al. [40] also reconstructed a 3D model based on MRI images. In their study, the carpal bones and the bones of all the fingers of the hand were considered. In this way, a model of the entire hand was created. Lv et. al. [43] also developed a complex 3D finite element model based on MRI images. Their geometric model included 29 bones, such as 14 phalanges, 5 metacarpals, 8 carpal bones and parts of the flexor pollicis longus, extensor pollicis longus, extensor pollicis brevis, extensor indicis and extensor indicis minimi; ligaments, such as the extensor retinaculum, flexor retinaculum, and annular ligaments that act as finger pulleys at the Interphalangeal (IP) joints and Metacarpophalangeal (MCP) joints ulna and radius; 9 muscles and
their tendons, such as the FDS, FDP, ED, flexor pollicis brevis. In order to successfully implement finite element calculations, these studies use Young's modulus and Poisson's coefficient for the tissue simulation. However, the mechanical properties of the soft tissues within the carpal tunnel have also been studied in several studies.

An important aspect of FEM is the mathematical model that describes the mechanical behavior of the tissue. At the same time, any model chosen requires a set of mechanical parameters for each tissue. For example, describing the behavior of tissue by a linear elastic equation requires two parameters: Young's modulus and Poisson's coefficient. This approach is convenient for calculations since it requires less computational resources. However, other approaches are used to obtain more accurate and valid results. Osamura et al. [51] defined the overall mechanical response with linear-elastic material properties; however the data curves appear to be non-linear with a strain-dependent response [52]. Main et al. [53,54] identified the tendon and median nerve properties as isotropic, non-linear, hyperelastic and described their mechanical behavior with Ogden model [55] and determined the parameters $\alpha$ and $\mu$. Our previous work [50] also included modelling of the entire hand, including tendons, carpal tunnel, carpal bones and phalanges. At the same time, soft tissue materials have been defined by the Ogden model with parameters from Main et al. study. However, the carpal tunnel has been simplified and fixed, which corresponds to finger flexion, but does not accurately correspond to hand flexion. In this study, this lack will be taken into account in the FEM.
Nerve conduction modelling

The median nerve contains sensory, motor and autonomic fibers. Sensory nerve fibers are known to lose their conductivity faster than motor fibers if the nerve is under external mechanical stress [56–59]. The classical mathematical model describing the conduction of an electrical signal along the axon of a neuron was developed by Hodgkin and Huxley [60]. The model is based on differential equations system that describe the membrane exchange of Na and K ions. Further, FitzHugh [61] introduced a simplified Hodgkin-Huxley model (H-H), which consists of two equations versus Hodgkin-Huxley's order of twenty. Later, these models have been improved and refined by other researchers, but the basic approach remains the same. However, these models describe the action potential at a single point. In order to simulate median nerve conduction, it is necessary to describe its conduction along a defined distance. The traditional cable equation is used [62] for the action potential propagation along the neuron. The extended cable equation is used to take into account the shape effect of the peripheral nerve. Changing the cross-sectional area of the nerve reduces conduction. Coupling the conduction model and the cable equation is used to describe nerve fiber conduction [63–68].

Aim of study

The aim of this study is to develop a combined electro-mechanical approach for early diagnosis of carpal tunnel syndrome based on modern biomechanical and mathematical modelling methods as well as applying the developed approach and obtaining new numerical results in the stages of the approach.
Materials and Methods

This paper presents a combined electro-mechanical approach for early CTS diagnosis, including hand motion capture, FEM of the patient-specific hand based on MRI, CT, and mathematical modelling of nerve conduction (Fig 1). An important criterion of this approach is the confirmation of the disease at an early stage. This is necessary to reduce rehabilitative time and avoid traumatic surgery.

Fig 1. A six-stage approach for the early diagnosis of carpal tunnel syndrome.

Data collection

The first stage is performing an MRI and CT scan of the volunteer’s hand.

The research protocol used in this study was approved by the Ethical Committee Board of Perm State Medical University (Protocol No. 17 on 25 November 2022). The volunteer had no hand disease or associated neurological disorders. Participant signed written informed consent. The participant was recruited for research purposes in the period between 5 December 2022 and 23 December 2022. Authors had no access to information that could identify individual participant during or after data collection.

DICOM files are used to create patient-specific 3D geometry of the carpal tunnel, tendons, ligaments, median nerve, and phalanges. CT scans are the best way to visualize a human’s bones. In such a case, the carpal and metacarpal bones, as well as the distal, intermediate, and proximal phalanges, were built up from CT
scans. At the same time, soft tissues such as the median nerve, tendons, ligaments and connective tissue may be visible on MRI scans.

**3d Model extraction**

However, the resulting 3D models require post-processing. The post-processing of the tissues was performed using the Meshmixer software. The three-dimensional tendon geometry was built based on a set of cross-sectional planes of the obtained DICOM file geometry. The resulting personal geometry of the left hand and carpal tunnel after processing is shown in (Fig 2).

**Fig 2.** Patient-specific finite element model of carpal tunnel (a) – general view, (b) – top view, (c) – bot view and, (d) – Finite element model of a hand (carpal tunnel is hidden), (e) – The connection of the phalanges with the joint and the coordinate system of the joint.

**Hand motion capture**

The human hand is a unique manipulator that can handle many mechanical tasks. Different people may perform certain mechanical tasks differently in their daily lives. For example: how to hold a fork or a mug, how to type on a computer keyboard, or how to hold a phone. Depending on age, anatomy, and gender, people can flex their fingers and move their hands differently. To take individual hand and finger movements into account, software was developed to capture hand movement in real time and determine the coordinates of characteristic hand points (Fig 3) [69]. Visual Studio Code and Python were used for software development. Learned free artificial intelligence is used in the software to determine points on the hand using
video from a camera. The software applies the points to the hand, determines the coordinates of the points, and moves the position of the points during hand movement in real time. A line simulating the phalanx is drawn on the two coordinates. The angle between the two lines describing the angle between the two phalanges of one finger is then determined. Angle changes in the distal interphalangeal joint, proximal interphalangeal joint and metacarpal phalangeal joint of all fingers were obtained using the developed software according to the formulas:

\[ X_i = x_{i+1} - x_i \]
\[ Y_i = y_{i+1} - y_i \quad i \in \{1, 2, 3\} \]
\[ \vec{n}_i = \{X_i; Y_i\} \]
\[ \cos(\varphi_i) = \cos(\vec{n}_i; \vec{n}_{i+1}) = \frac{\vec{n}_i \cdot \vec{n}_{i+1}}{||\vec{n}_i|| \cdot ||\vec{n}_{i+1}||} = \frac{X_i \cdot X_{i+1} + Y_i \cdot Y_{i+1}}{\sqrt{X_i^2 + Y_i^2} \cdot \sqrt{X_{i+1}^2 + Y_{i+1}^2}} \]  

where \( x, y \) – characteristic point coordinates, \( X, Y \) – components of the normal vector \( n \), \( i \) – characteristic point number, \( \varphi \) - angle between the phalanges.

**Fig 3.** Motion capture process

**Finite element model**

The fourth stage is FEM based on a patient-specific geometrical model. The FEM was used to simulate various hand and finger movements. The three-dimensional geometry was imported into the finite element software ANSYS to
generate the finite element model with interaction material parameters, boundary conditions and loading conditions defined. Two types of geometry were built based on MRI and CT to calculate carpal tunnel stress during finger flexion and hand flexion and extension. The first geometric model included SSCT, median nerve, nine finger flexor tendons, transverse ligament, all phalanges, metacarpal bones, and simplified carpal bones. The finger flexion geometry consisted of 40 solid bodies that were in contact and joined together. The whole first geometry is divided into 422,779 nodes and 122,486 elements by hexahedral and tetrahedral elements. The second geometric model included SSCT, median nerve and nine tendons. The hand flexion and extension geometry consisted of 11 solid bodies. The whole second geometry is divided into 126,307 nodes and 56,723 elements by hexahedral and tetrahedral elements. Hexahedral elements are used to build the tendon mesh and median nerve in both geometries.

**Joints and contact**

One type of joint (Revolute) and two types of contact (Bonded and No Separation) were used in FEM. Revolute joint limit the free movement of bodies to one degree of freedom. The only motion that is possible between two jointed bodies is rotation around the Z-axis (Fig 2e). Revolute joints are used to simulate finger flexion in the joint between the distal phalanx and the middle phalanx (distal interphalangeal joint), the joint between the middle phalanx and the proximal phalanx (proximal interphalangeal joint) and the joint between the proximal phalanx and the metacarpal bones (metacarpal phalangeal joint). Bonded contact type is used to model bodies which strain, stress and displacement in the contact zone are the same. In other words, the bodies are rigidly connected to each other.
and cannot move relative to each other in the contact zone. No separation contact allows the bodies in the contact zone to move along in the tangential direction without friction, and prohibits movement in the normal direction. Thus, the bodies cannot move away from each other but can slide. The types of solid contact are shown in (Table 1).

The median nerve was connected to the connective tissue by no separation contact type for finger flexion model. The contact between the tendon and connective tissue was no separation as well. It is well established that tendons have high mobility relative to connective tissue and that the subsynovial fluid ensures minimal friction of the tendons against the connective tissue. No Separation type of contact ensures frictionless sliding of the two bodies and applies a restriction on rupture of the contact. However, during hand flexion and extension the tendons cannot always slide along the carpal tunnel without friction. The pressure between the connective tissue and the median nerve and tendon increases with flexion and extension of the hand. Thus, it is difficult to determine the friction coefficient between these tissues in vitro. To take this effect into account, finite-element calculations were performed with two types of tendons, connective tissue, and median nerve contact. Thus, the actual carpal tunnel strain values will be between the two boundary results with no separation contact type and with bonded contact type.

Table 1. Solid bodies contact types.

<table>
<thead>
<tr>
<th>Solid body pair</th>
<th>Interaction / Contact type</th>
</tr>
</thead>
<tbody>
<tr>
<td>Distal phalange to Middle phalange</td>
<td>Revolute</td>
</tr>
<tr>
<td>Middle phalange to Proximal phalange</td>
<td>Revolute</td>
</tr>
<tr>
<td>Proximal phalange to Metacarpal</td>
<td>Revolute</td>
</tr>
<tr>
<td>Deep flexor tendon to Distal phalange</td>
<td>Bonded</td>
</tr>
<tr>
<td>Superficial flexor tendon to Middle phalange</td>
<td>Bonded</td>
</tr>
</tbody>
</table>
Mechanical properties of the tissues

The Ogden model [55] was used to describe the mechanical properties of the soft tissues. The model was chosen after a series of studies by the researchers [52–54] that experimentally determined the mechanical properties of all tissues within the carpal tunnel. The Ogden model was also used in these studies. The choice of this approach makes the calculations considerably more complicated, however, it allows to obtain results that are similar to the experimental data. Thus, the soft tissues are modeled as isotropic linearly hyperelastic and the coefficients are shown in (Table 2). Bone deformation in flexion and extension of the hand is much less than soft tissue deformation. Thus, phalanges, carpal bones and metacarpal bones are modeled isotropic linearly elastic. Young's modulus and Poisson's coefficient of bone tissue are also shown in (Table 2) [70].

\[ W(\lambda_1, \lambda_2, \lambda_3) = \frac{2\mu}{\alpha^2} (\lambda_1^\alpha + \lambda_2^\alpha + \lambda_3^\alpha - 3). \] (3)

<table>
<thead>
<tr>
<th>Tissues</th>
<th>( \alpha )</th>
<th>( \mu ) [Pa]</th>
<th>Reference</th>
</tr>
</thead>
<tbody>
<tr>
<td>Annular ligaments</td>
<td>10,9</td>
<td>24900</td>
<td>Main E.K. et al. [53]</td>
</tr>
<tr>
<td>Transverse ligament</td>
<td>10,9</td>
<td>24900</td>
<td>Main E.K. et al. [53]</td>
</tr>
<tr>
<td>Flexor digitorum deep tendon</td>
<td>8,89</td>
<td>37600</td>
<td>Main E.K. et al. [54]</td>
</tr>
<tr>
<td>Flexor digit superficial tendon</td>
<td>8,89</td>
<td>37600</td>
<td>Main E.K. et al. [54]</td>
</tr>
<tr>
<td>Subsynovial connective tissue</td>
<td>4,51</td>
<td>12500</td>
<td>Matsuura Y. et al. [52]</td>
</tr>
<tr>
<td>Median nerve</td>
<td>6,5</td>
<td>12900</td>
<td>Main E.K. et al., Ma Z. et al. [54,71]</td>
</tr>
</tbody>
</table>

Elastic

<table>
<thead>
<tr>
<th>( \nu )</th>
<th>( E ) [MPa]</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td></td>
</tr>
</tbody>
</table>
The different hand movements are dealt with in the fifth stage of the approach. Human finger flexion is achieved by the finger flexor muscle actions and the effort transferred via tendons to the median nerve that passes through the carpal tunnel. The load from the tendons to the median nerve is transferred by the connective tissue inside the carpal tunnel, which surrounds both the tendons and the median nerve. The movement of the tendons defines the stresses in the carpal tunnel. In these conditions, it is important to consider the actual tendon movement caused by finger flexion. For this purpose, a three-dimensional model of the finger phalanges was built (Fig 2d) and the contact between the tendons and the phalanges was defined as bonded. The carpal bones were fixed laterally, the proximal tendon surface was displaced to simulate muscle contraction, the metacarpal bones were fixed and the proximal and distal areas of the median nerve were fixed as well. The rotation angle for each pair of phalanges was set according to the results obtained during the hand motion capture stage. The angles between each pair of phalanges were determined using the software developed so far.

The human hand movement at the wrist joint is similar to the movement of a spherical cylinder [72]. This study deals with flexion and extension of the wrist at the wrist joint as well. The wrist rotation angle during these movements is maximal and therefore the median nerve compression can be large. For this, the geometry of the patient's nine tendons, the median nerve and the connective tissue between them were reconstructed (Fig 2a-c). To simulate hand flexion and extension in the wrist, a coordinate system attached to the geometric center of the carpal tunnel was
chosen. A rotation of 30 degrees around the Z-axis of the distal tendon surfaces and the medial nerve was applied. The direction of the Z axis was reversed for hand extension simulation.

Nerve conduction

The final stage of the approach is to determine the conduction of the deformed median nerve. When CTS occurs, the median nerve is compressed by the surrounding tissue and deformed. Nerve compression is the main cause of the CTS symptoms. Sensory and motor fibers are damaged as a result of compression. As a result, nerve fiber conduction is decreased or lost. The studies describe approaches to mathematical modelling of nerve conduction. The Hodgkin-Huxley (H–H) model [60], which describes the potential difference in the membrane potential of the giant squid axon, is considered a fundamental approach in this area. The model describes the Na and K ions behaviors, which produce the resting potential and the action potential. The model consists of a set of differential equations and is solved by the finite difference method. The distribution of the electrical signal in the cylinder is defined by the cable equation [62]. The extended cable equation gives consideration to the varying geometry of the cylinder.

Hodgkin and Huxley model

The H–H model was developed in 1952 as a result of Hodgkin’s and Huxley’s extensive studies of the giant axon of the squid. It describes how the action potential is initiated and how it propagates in a neuron [60]. In the H-H model, the nerve cell membrane is regarded as a flat capacitor. The potential difference on the coils of
the capacitor $U$ is related to the stored charge $Q$ and the total electrical capacitance of the membrane $C$ by the relation:

$$U = \frac{Q}{C}. \quad (4)$$

By differentiating this equation by time and denoting $dQ/dt$ as the current flowing through the membrane, we obtain

$$\frac{dU}{dt} = \frac{1}{C} \frac{dQ}{dt}. \quad (5)$$

By replacing $U$ by the membrane potential $E_m$ and replacing the total capacitance by the capacitance divided by the unit area and given that the main contributors to the generation of the nerve impulse are the potassium ion currents $i_K$ and the sodium ion currents $i_{Na}$, we can simplify the equation:

$$\frac{dE_m}{dt} = \frac{1}{c} (i_K + i_{Na}). \quad (6)$$

To solve the equation, it is necessary to find the dependence of specific currents through sodium and potassium ion channels on membrane potential. The relationship between electric current and potential can be described by the following equations:

$$i_K = g_K (E_K - E_m), \quad (7)$$

$$i_{Na} = g_{Na} (E_{Na} - E_m), \quad (8)$$

where, $g_K$ and $g_{Na}$ are not constants but functions of the membrane potential, which is due to the potential-dependent properties of the ion channels. In Hodgkin and Huxley, the dependence functions of $g_K$ and $g_{Na}$ on membrane potential have been determined on the basis of the analysis of the form of the experimental currents-
time dependences under different constant membrane potential values. Hodgkin and Huxley showed that \( g_K \) and \( g_{Na} \) can be described by the equations:

\[
\begin{align*}
g_K &= G_K n^4, \\
g_{Na} &= G_{Na} m^3 h,
\end{align*}
\]

where \( G_K \) and \( G_{Na} \) are maximum conductivities for potassium and sodium channels, \( n \) and \( m \) - activation gate variables for potassium and sodium channels; \( h \) - inactivation gate variable for sodium channels.

The dynamics of gateway variables can be described by equations:

\[
\begin{align*}
\frac{dn}{dt} &= \alpha_n (1-n) - \beta_n n, \\
\frac{dm}{dt} &= \alpha_m (1-m) - \beta_m m, \\
\frac{dh}{dt} &= \alpha_h (1-h) - \beta_h h,
\end{align*}
\]

where \( \alpha \) and \( \beta \) are the rate parameters for the transition of the gate particle to the «open» and «close» state, respectively. These constants also depend on the membrane potential and are described by equations:

\[
\begin{align*}
\alpha_m &= \frac{0.1 (E_m + 40)}{1 - e^{-0.1 (E_m + 40)}}, \\
\beta_m &= 4 e^{-0.055 (E_m + 65)}, \\
\alpha_n &= \frac{0.01 (E_m + 55)}{1 - e^{-0.01 (E_m + 55)}}, \\
\beta_n &= 0.125 e^{-0.0125 (E_m + 65)}, \\
\alpha_h &= 0.07 e^{-0.05 (E_m + 65)}, \\
\beta_h &= \frac{1}{1 + e^{-0.1 (E_m + 35)}}.
\end{align*}
\]

The system of equations (5)-(11) is a H-H model and is solved using a self-developed code in Matlab using the finite difference method.

**Cable equation**
The cable theory is given as a second-order partial differential equation:

\[ C_m \frac{\partial E_m}{\partial t} = \frac{1}{R_e + R_i} \frac{\partial^2 E_m}{\partial z^2} + i_K + i_{Na}, \]  

(15)

where \( R_e \) and \( R_i \) are extracellular and intracellular axial resistivity, respectively. The parameters used in the nerve conduction model are listed in (Table 3).

Extended Cable Equation

The effect of changes in nerve geometry on action potential propagation is accounted for by the extended cable equation.

\[ \left( C_m \frac{\partial E_m(z,t)}{\partial t} - I_{ion} \right) \frac{ds}{dz} = \frac{1}{R_e + R_i} \frac{dr E_m}{dz} + \frac{1}{2(R_e + R_i)} \frac{\partial^2 E_m}{\partial z^2}, \]  

(16)

where, \( r, z \) and \( s \) are coordinate variables describing the nerve shape and \( r(z) = A - Bz + Cz^2 \) - the function describing the change in the shape of the neuron. Parameters \( A, B, \) and \( C \) are parameters taken from the results of finite-element modelling. The set of equations is solved by the finite difference method in the Matlab-based code. Conduction modelling was performed on three millimeters of the median nerve in the area of highest stress.

**Table 3. Parameters used in nerve conduction model.**

<table>
<thead>
<tr>
<th>Symbol</th>
<th>Model parameters</th>
<th>Value</th>
</tr>
</thead>
<tbody>
<tr>
<td>( E_{Na} )</td>
<td>Sodium potential</td>
<td>52.4 mV</td>
</tr>
<tr>
<td>( E_K )</td>
<td>Potassium potential</td>
<td>−72.1 mV</td>
</tr>
<tr>
<td>( g_{Na} )</td>
<td>Sodium conductance</td>
<td>120.0 m mho/cm(^2)</td>
</tr>
<tr>
<td>( g_K )</td>
<td>Potassium conductance</td>
<td>36 m mho/cm(^2)</td>
</tr>
<tr>
<td>( C_m )</td>
<td>Membrane capacitance</td>
<td>1.0 ( \mu )F/cm(^2)</td>
</tr>
<tr>
<td>( R_i )</td>
<td>Resistivity of intracellular space</td>
<td>35 ( \Omega ) cm</td>
</tr>
</tbody>
</table>
Results

An MRI and CT of the left hand and carpal tunnel was performed. The results obtained in DICOM files were used to construct a patient-specific three-dimensional geometry of the investigated tissues (Fig 2). Finger flexion and extension were captured and processed using the software developed. Patient-specific movement of fingers and hand is necessary to set the boundary conditions objectively in FEM. The motion capture process and its results are shown in (Fig 3). The resulting time dependencies of the rotation angles between the phalanges were used in FEM to assess the effect of finger flexion on median nerve compression. Six series of hand motion captures are shown in (Fig 4). The graphs show changes in the angle of the three phalanges over time during index finger flexion. Blue shows angle change in distal interphalangeal joint, red shows angle change in proximal interphalangeal joint, green shows angle change in metacarpal phalangeal joint. The maximum distal - middle phalanges angle was 61°, maximum middle – proximal phalanges angle was 116°, maximum proximal phalanges – metacarpals angle was 101°.

<table>
<thead>
<tr>
<th>$R_e$</th>
<th>Resistivity of extracellular space</th>
<th>20 $\Omega$ cm</th>
</tr>
</thead>
</table>

Fig 4. Change of angles in the three joints of the index finger over time obtained by motion capture: a-e series number from one to six.
Fingers flexion

Stress, displacement and strain values were obtained in all modelled tissues during finger flexion. The results of the total deformations at various modelling times ($t=3s$, $t=15s$, $t=25s$, $t=35s$) during finger flexion are shown in (Fig. 5). The maximum stresses do not always clearly describe the stress state of the soft tissues, especially close to the fixed areas. In this case, Von Mises stress along the midline of the tendon and median nerve were analyzed. The midline was constructed based on a set of midpoints of the tendon cross sections. However, the maximum von Mises stress is shown in (Table 4). Tendons were divided into two groups: deep and superficial. The thumb tendon is shown in both groups. Stress distribution along the tendon’s midline as a function of distance is shown in (Fig 6). The distal plane of the tendon is taken as the start of the distance report.

Fig 5. Total deformation during finger flexion: (a) $t = 3s$, (b) $t=15s$, (c), $t= 25s$, (d) $t=35s$.

Fig 6. Tendons stress along tendon length (midline) during finger flexion: (a) superficial tendons, (b) deep tendons

Wrist flexion and extension

Total deformation of tendons, median nerve, and connective tissue (hand is hide to focus on carpal tunnel) during flexion and extension of the hand with bonded contact is shown in (Fig 7, 8 at various modelling time $t=1s$, $t=15s$). Two types of
tendons and connective tissue connections were considered during wrist flexion and extension. Stress along the midline of the tendon is shown in (Fig 9-12). Tendons were divided into two groups (deep and superficial), similar to the results for finger flexion. The thumb tendon is included in both groups as well. Results are shown for two types of contact for each tendon.

**Fig 7.** Total deformation during wrist flexion: (a) $t=1s$, (b) $t=15s$.

**Fig 8.** Total deformation during wrist extension: (a) $t=1s$, (b) $t=15s$.

**Fig 9.** Stress in the tendons during wrist extension with bonded contact type along midline: (a) superficial tendons, (b) deep tendons.

**Fig 10.** Stress in the tendons during wrist extension with no separation contact type along midline: (a) superficial tendons, (b) deep tendons.

**Fig 11.** Stress in the tendons during wrist flexion with bonded contact type along midline: (a) superficial tendons, (b) deep tendons.

**Fig 12.** Stress in the tendons during wrist flexion with no separation contact type along midline: (a) superficial tendons, (b) deep tendons.

Finger joint flexion angles are usually determined by external factors. For example, in the movement of the shoulder or forearm, in various tissue injuries of the upper extremity or in neurophysiological disorders [73–75]. J.W. Lee and K.S.
Lee in their studies also used the motion capture method and the results were the same as the results of this study [76,77]. They revealed a non-linear character of fingers flexion angle plots, which was approved here also.

Median nerve stress during finger flexion and wrist flexion/extension

Stress in the median nerve during finger flexion and during wrist flexion and extension was obtained according to the rotation angle of the respective phalanges. The human finger flexes in three joints: the joint between the distal phalanx and the middle phalanx (distal interphalangeal joint), the joint between the middle phalanx and the proximal phalanx (proximal interphalangeal joint) and the joint between the proximal phalanx and the metacarpal bones (metacarpal phalangeal joint). The angles at these joints are determined using motion capture in the third stage of this approach. To present the results, the maximum tension in the median nerve was presented as a function of the angle in the proximal interphalangeal joint. According to the results based on the hand motion capture, the angle in this joint changes faster than the others. The results of maximum median nerve stress during flexion and extension of the wrist are shown as a function of the angle of rotation at the wrist joint. Results presented for two types of connective tissue-tendon contact (Fig 13). Wrist flexion and extension was performed at 30 degrees, finger flexion was performed at 70 degrees. For convenience of comparison, the graph is shown up to 30 degrees. The median nerve stress changes further during finger flexion are close to linear.
Fig 13. Relationship between maximum stresses in the median nerve and angle of rotation during finger flexion and wrist flexion/extension.

Table 4. Maximum von Mises stress on the tendons during hand movements

<table>
<thead>
<tr>
<th>Movement type</th>
<th>Maximum Von Misses stress, Pa</th>
<th>Maximum Von Misses stress location</th>
</tr>
</thead>
<tbody>
<tr>
<td>Finger flexion</td>
<td>4056</td>
<td>Pinky deep</td>
</tr>
<tr>
<td>Wrist flexion (Bonded)</td>
<td>15568</td>
<td>Middle deep</td>
</tr>
<tr>
<td>Wrist flexion (No separation)</td>
<td>8415</td>
<td>Middle deep</td>
</tr>
<tr>
<td>Wrist extension (Bonded)</td>
<td>16506</td>
<td>Middle deep</td>
</tr>
<tr>
<td>Wrist extension (No separation)</td>
<td>8530</td>
<td>Thumb</td>
</tr>
</tbody>
</table>

Modelling of median nerve conduction during finger flexion and wrist flexion/extension

The shape change of the median nerve is accounted for by the function $r(z) = A - Bz - Cz^2$. By describing the shape of the median nerve during finger flexion and hand flexion and extension, coefficients $A$, $B$ and $C$ were obtained. The shape of the hand in flexion and extension appeared to be the same. The coefficient $C$ is responsible for the non-linear curvature of the median nerve surface. In the finite element analysis, the shape of the median nerve was changed only linearly, so that coefficient $C = 0$ and coefficients $A$ and $B$ were 0.01 and 80 for finger flexion and 0.01 and 20 for hand flexion, respectively. The dependence of the membrane
potential of the deformed median nerve on time at its various areas is shown at (Fig 14).

**Fig 14.** Dependence of the membrane potential of the deformed median nerve on time at its various areas: (a) – finger flexion (b) – wrist flexion.

## Discussion

The aim of this work was to create and apply a technique for early diagnosis of carpal tunnel syndrome. This study combines MRI / FEM / motion capture techniques to simulate carpal tunnel syndrome more precisely.

Stress was obtained in the median nerve and tendons during finger flexion and during flexion and extension of the hand. The loads in the carpal tunnel caused by finger flexion and extension were shown to be lower than those caused by hand flexion and extension [50,78,79]. The tendons slide along the median nerve and barely press on the nerve when fingers are flexed. However, when flexing and extending the hand, the tendons bend along the carpal tunnel and press on the median nerve [80]. Because the pinky tendons bend more than other tendons in the carpal canal due to a reduction in the cross-sectional area of the carpal tunnel, they experience higher stress during finger flexion than other tendons [81]. Fig 5 shows that the maximum stress values in the tendons are predominantly in the middle of the carpal tunnel. Low stress values in the tendons of the middle finger are related to the median nerve being located near them and the load is transferred to the nerve. The total tension of the deep tendons is 10% higher than the superficial tendons. This is due to the deep tendons of the fingers are more stretched than the superficial tendons [82,83].
Two contact types between tendons and connective tissue were considered during hand flexion and extension. The first type was an inseparable connection of tissues (bonded), the second type allowed the tissues to slide relative to each other, but at the same time without detaching (no separation). In this case, the results enable to analyze the difference in contact types and the difference in flexion and extension of the hand. The difference between hand flexion and extension with the bonded connection type was 5.74%. The difference between hand flexion and extension with the no separation connection type was 3.1%. It can be said that the tendon tension during hand flexion and extension is insufficient [84,85]. This can also be noted in the results of the median nerve tension of (Fig 14). The graph shows that the flexion of the hand and the extension differ slightly. However, the difference between the contact types was 31.7% for hand extension and 59.9% for hand flexion. This suggests a strong influence of the type of contact between the tendon and the connective tissue [86,87]. In clinical practice, an increase in carpal tunnel pressure may indicate an increase in tendon sliding friction coefficient along the carpal tunnel [88,89]. This manifestation can be a consequence of a lack of vitamins in the body or a metabolic disorder [90]. In almost all cases, the maximum stress was in the index finger tendons. This may be due to the increased size of the tendons caused by frequent movements of the patient's index finger. The results obtained for stress in the tendons correspond to the values obtained in a recent paper by Lv. Y. et. al [43].

The maximum von Mises stress in the median nerve during flexion/extension of the hand are significantly higher than during finger flexion. When the fingers were flexed at 30 degrees, the median nerve stress was 177 Pa; when the hand was...
flexed and extended at 30 degrees with the Bonded contact type, it was 3364.3 and 3087 Pa, respectively; when the hand was flexed and extended at 30 degrees with the no separation contact type, it was 1143 and 1174 Pa, respectively. The loads acting on the median nerve were experimentally determined in the studies [91–93] and coincide with the results obtained in this article. In this method, the median nerve conduction depends on the electrophysiological parameters of the H-H model and the conduction equation, as well as on the shape of the median nerve described by the function $r(z)$. Thus, conduction during finger flexion is attenuated along the length of the tendon slower than during flexion and extension of the hand [94,95].

This technique currently has no criteria for determining the presence or absence of carpal tunnel syndrome, because the method was tested on a completely healthy middle-aged woman who does not have carpal tunnel syndrome. Similar studies on a group of patients are needed to create an accurate criterion. However, this paper shows all the stages of the developed approach and shows the result of its work on a person.

The finite element method has many varying parameters that can greatly affect the obtained results. In that case, a comparison of results with experimental data is necessary. Gelberman et. al., Szabo et. al., Werner et. al., Rojviroj et. al., Hamanaka et. al. and Goss et. al. in their studies [91,96–101] presented results of experimental intracarpal pressure determination. Comparison of the results obtained in this study with the relevant experimental results from these works are presented in (Table 5). However, the experimental technique of pressure determination in the carpal tunnel allows to determine the fluid pressure within the carpal tunnel. The technique used in this study allows to determine the stress of all
carpal tunnel tissues. In this case, the tendon and median nerve stress can be very
different. Tendon stress correlates better with experimental data than median nerve
stress. However, in some cases, a good correlation with median nerve tension was
also shown. In this work, a healthy patient without carpal tunnel syndrome was
examined according to the approach. Experimental studies most often focus on
patients with carpal tunnel syndrome. Mouzakis et. al. and Lv et. al. in their studies
[43,46] determined the stress in the tissues of the carpal tunnel also by the finite
element method. Mouzakis et. et al. determined the stress of all tissues of the carpal
tunnel during mouse and keyboard operation. Lv et. al. determined the stress in the
finger flexor tendons.

<table>
<thead>
<tr>
<th>Study</th>
<th>Hand position</th>
<th>Intercarpal Stress, Pa</th>
<th>Relevant parameter in this study</th>
</tr>
</thead>
<tbody>
<tr>
<td>Gelberman et. al. 1981</td>
<td>Neutral</td>
<td>300</td>
<td>Median nerve: 500, Tendon: 300 – 1600</td>
</tr>
<tr>
<td></td>
<td>Wrist flexion</td>
<td>4300</td>
<td>Median nerve: 3400, Tendon: 250 – 4300</td>
</tr>
<tr>
<td></td>
<td>Wrist extension</td>
<td>4000</td>
<td>Median nerve: 3100, Tendon: 150 – 5500</td>
</tr>
<tr>
<td>Szabo et. al. 1989</td>
<td>Neutral</td>
<td>700</td>
<td>Median nerve: 500, Tendon: 300 – 1600</td>
</tr>
<tr>
<td></td>
<td>Wrist flexion</td>
<td>2100</td>
<td>Median nerve: 3400, Tendon: 250 – 4300</td>
</tr>
<tr>
<td></td>
<td>Wrist extension</td>
<td>3600</td>
<td>Median nerve: 3100, Tendon: 150 – 5500</td>
</tr>
<tr>
<td></td>
<td>Wrist extension</td>
<td>670 – 6700</td>
<td>Median nerve: 3100, Tendon: 150 – 5500</td>
</tr>
<tr>
<td>Rojviroj et. al. 1990</td>
<td>Neutral</td>
<td>453</td>
<td>Median nerve: 500, Tendon: 300 – 1600</td>
</tr>
<tr>
<td></td>
<td>Wrist flexion</td>
<td>4350</td>
<td>Median nerve: 3400, Tendon: 250 – 4300</td>
</tr>
<tr>
<td></td>
<td>Wrist extension</td>
<td>3540</td>
<td>Median nerve: 3100, Tendon: 150 – 5500</td>
</tr>
<tr>
<td>Hamanaka et. al. 1995</td>
<td>Neutral</td>
<td>2533 – 8000</td>
<td>Median nerve: 500, Tendon: 300 – 1600</td>
</tr>
<tr>
<td></td>
<td>Flexion</td>
<td>665 – 22264</td>
<td>Median nerve: 3100 – 3400, Tendon: 16500</td>
</tr>
<tr>
<td>Goss et. al. 2009</td>
<td>Finger flexion</td>
<td>1200 – 7460</td>
<td>Median nerve: 500, Tendon: 1600</td>
</tr>
<tr>
<td>Kanta et. al. 2009</td>
<td>Finger flexion</td>
<td>1300 – 6600</td>
<td>Median nerve: 500, Tendon: 1600</td>
</tr>
<tr>
<td></td>
<td>Wrist flexion</td>
<td>4000 – 10600</td>
<td>Median nerve: 3400, Tendon: 250 – 4300</td>
</tr>
<tr>
<td></td>
<td>Wrist extension</td>
<td>5300 – 18600</td>
<td>Median nerve: 3100, Tendon: 150 – 5500</td>
</tr>
<tr>
<td>Study</td>
<td>Hand position</td>
<td>Tendon Stress, Pa</td>
<td>Relevant parameter in this study</td>
</tr>
<tr>
<td>------------------</td>
<td>--------------------</td>
<td>-------------------</td>
<td>----------------------------------</td>
</tr>
<tr>
<td>Uchiyama et. al. 2010 [102]</td>
<td>Neutral</td>
<td>800 – 11400</td>
<td>500</td>
</tr>
<tr>
<td>Mouzakis et. al. 2014 [46]</td>
<td>Mouse and keyboard</td>
<td>2266 and 3999</td>
<td>3100 – 4300</td>
</tr>
<tr>
<td>Lv et. al. 2022 [43]</td>
<td>Finger flexion</td>
<td>9000 – 23000</td>
<td>16500</td>
</tr>
</tbody>
</table>

**Limitations**

The construction of patient–specific geometry is associated with subjective factors. The choice of the MRI method of operation and the processing of the resulting geometry may lead to minor changes in the calculation results. Nevertheless, in this paper, the construction of an ideal personal geometry may be a limitation.

When using the FEM, it is necessary to set the mechanical parameters of the studied tissues. In this paper, these parameters were taken from the experimental work of other authors. Although these parameters may be different for different people, and may also change during life. Determining these parameters in a live person is difficult at the moment. The choice of mechanical parameters of the simulated tissues is a limitation of the proposed technique. Nevertheless, these parameters can be determined experimentally in cadavers and the results obtained can be divided into groups. For example, the parameters that characterize men and women, and also divide these groups by age. This may be a further line of research.

The rotation axis location during hand flexion and extension in this study was made on the geometry of the carpal tunnel. Although, during hand flexion, the connected to each other by ligaments carpal bones move. Bone–ligamentous
complex determines the axis of rotation of the hand. In this case, the location of the axis of rotation may change. Determining the rotation axis during flexion and extension of the hand can also be a direction of further research.

Conclusions

This study presents a six–stage combined approach for the early diagnosis of carpal tunnel syndrome. Each stage aims to improve understanding of the mechanical and neurophysiological factors influencing the development of carpal tunnel syndrome. The finite element method is used to determine the mechanical stress in the carpal tunnel. MRI and CT scans of the patient's hand were used to create the patient–specific geometry. Software has been created to capture hand motion and is used to determine the personal movement of the patient's fingers and hand. The obtained stress–strain state of the median nerve is used to model the conductivity of the electrical impulse along the median nerve. The Hodgkin and Huxley model and the extended cable equation describe nerve conduction in this approach. The results showed that compression of the median nerve is highly affected by the contact condition of the tendon and connective tissue. It has been shown that hand flexion reduces conduction in the median nerve more than finger flexion. The developed approach can be introduced into medical practice to improve the quality for early diagnostics of the carpal tunnel syndrome.
Acknowledgements

This work was supported by Russian Science Foundation and Perm Region (No. 22–21–20067, https://rscf.ru/en/project/22–21–20067).

References


measures used in the assessment of carpal tunnel syndrome. Int Orthop. 2008;32. doi:10.1007/s00264-007-0344-7


Lakartidningen. 2000;97.

32. Musculoskeletal Ultrasonography in Rheumatic Diseases. Musculoskeletal Ultrasonography in Rheumatic Diseases. 2015. doi:10.1007/978-3-319-15723-8


43. Lv Y, Zheng Q, Chen X, Hou C, An M. Analysis on synergistic cocontraction of extrinsic finger flexors and extensors during flexion movements: A finite element
doi:10.1371/journal.pone.0268137

doi:10.1016/j.jbiomech.2018.04.005

doi:10.1016/j.jbiomech.2015.04.004


doi:10.1109/ICBME.2010.5704996


doi:10.1016/j.jbiomech.2012.01.048


36


68. Nazari-Vanani R, Mohammadpour R, Asadian E, Rafii-Tabar H, Sasanpour P. A computational modelling study of excitation of neuronal cells with triboelectric...


78. Li ZM, Jordan DB. Carpal tunnel mechanics and its relevance to carpal tunnel syndrome. Hum Mov Sci. 2023;87. doi:10.1016/j.humov.2022.103044


86. Mackey AL, Heinemeier KM, Koskinen SOA, Kjaer M. Dynamic adaptation of tendon and muscle connective tissue to mechanical loading. Connect Tissue Res. 2008;49. doi:10.1080/03008200802151672


971 96. Szabo RM, Chidgey LK. Stress carpal tunnel pressures in patients with carpal tunnel syndrome and normal patients. J Hand Surg Am. 1989;14. doi:10.1016/0363-5023(89)90178-0
993
Fig 1. A six-stage approach for the early diagnosis of carpal tunnel syndrome.
Fig 2. Patient-specific finite element model of carpal tunnel (a) – general view, (b) – top view, (c) – bot view and (d) – Finite element model of a hand (carpal tunnel is hidden), (e) – The connection of the phalanges with the joint and the coordinate system of the joint.
Fig 3. Motion capture process
Fig 4. Change of angles in the three joints of the index finger over time obtained by motion capture: a-e series number from one to six.
Type: Total Deformation
Unit: mm
Time: 3

15.366 Max
13.658
11.951
10.244
8.5365
6.8252
5.1219
3.4146

Type: Total Deformation
Unit: mm
Time: 15

69.553 Max
61.825
54.097
46.360
36.641
30.913
23.164
15.456
7.7282
0 Min
Fig 5. Total deformation during finger flexion: (a) $t = 3\text{s}$, (b) $t = 15\text{s}$, (c) $t = 25\text{s}$, (d) $t = 35\text{s}$. 
Fig 6. Tendons stress along tendon length (midline) during finger flexion: (a) superficial tendons; (b) deep tendons.
Fig 7. Total deformation during wrist flexion: (a) $t=1s$, (b) $t=15s$. 

Type: Total Deformation  
Unit: mm  
Time: 1

0.80379 Max  
0.71448  
0.62517  
0.53586  
0.44655  
0.35724  
0.17862  
0.08931  
0 Min

Type: Total Deformation  
Unit: mm  
Time: 15

10.282 Max  
9.1398  
7.9974  
6.8549  
5.7124  
4.5699  
3.4274  
2.285  
1.1425  
0 Min
Type: Total Deformation
Unit: mm
Time: 1

0.80767 Max
0.71793
0.62819
0.53845
0.44871
0.35896
0.26922
0.17948
0.08916
0 Min

Fig 8. Total deformation during wrist extension: (a) $t = 1s$, (b) $t = 15s$. 
Fig 9. Stress in the tendons during wrist extension with bonded contact type along midline. (a) superficial tendons. (b) deep tendons.
Fig 10. Stress in the tendons during wrist extension with no separation contact type along palm line. (a) Superficial tendons, (b) deep tendons.
Fig 11. Stress in the tendons during wrist flexion with bonded contact type along midline: (a) superficial tendons, (b) deep tendons.
Fig 12. Stress in the tendons during wrist flexion with no separation contact type along midpoint: (a) superficial tendons, (b) deep tendons.
Fig 13. Relationship between maximum stresses in the median nerve and angle of rotation during finger flexion and wrist flexion/extension.
Fig 14. Dependence of the membrane potential of the deformed median nerve on time at its various areas: (a) – finger flexion (b) – wrist flexion.