
S1 APPENDIX 

Experimental Details Of Heating Protocol Conducted In Mumbai, 

India 

 

Temperature and humidity readings were taken with an Elitech GSP-6 meter, with the probes 

taped onto the mask surface. Experiments were carried out in Mumbai between 14-21 July 

2020, with the ambient temperature and humidity varying between 28-32°C and 75-92%, 

respectively. Tissue paper was dosed with 1 ml water for the initial trials, since this resulted in 

humidity levels above 90%, the water content was reduced to 0.5 ml. Given the varying wind 

and humidity over the period of the experiment, after the first trial, a cloth was wrapped around 

the outer vessel to maintain the heat for a longer time and obtain better reproducibility. 

Since the temperature and humidity probe wires had to come out of the vessel, sealing the inner 

vessel was important. Without this, the near saturated humid air in the outer vessel would get 

inside (as found in the first trial). This was done using aluminium foil. However, the high 

humidity levels had no detrimental influence on the filtration efficiency of the mask during this 

first trial, also illustrating the robustness of this process to changes in conditions. 

  



Experimental Details Of Filtration Efficiency Measurements 

Conducted In India 

A simple home-built, low-cost, compact, particle filtration efficiency setup was used to evaluate 

the particulate filtration efficiency at 0.3μm at a flow rate of 10 lpm. The data are shown in Fig. 4 

of the main manuscript. The setup uses a Plantower PMS 7003 particle concentration sensor air 

quality monitor chip (which can separately measure particle counts in different size channels 

between 0.3-10 μm)and a ESP8266-based WiFi microcontroller.   The data transmitted from the 

ESP8266 module to a web server is visualized and analyzed through a simple intuitive HTML-

based web interface, which also has an in-built efficiency calculator. All the construction details,  

diagrams,  source codes for the micro-controller and interface are available open-source at the 

GitHub repository https://github.com/shescitech/TIFR_Mask_Efficiency. A schematic diagram of 

the setup is shown in Fig. S1.  

A background of fine particles was generated using normal saline solution in a standard medical 

nebulizer to create a fine aerosol.  Air was sucked through the particle counter using an oil-free 

diaphragm pump and the throughput of particles in the 0.3 μm channel measured with and 

without a mask at the input. The entire mask was placed on a plastic ball, and taped all around 

at the sides to exclude ingress of particles from the sides. We estimate a ±1% accuracy for 

measurements made with this setup. 

 

Fig. S1: Schematic diagram and picture of the experimental setup used to measure the particle 

filtration efficiency at TIFR Mumbai. Further details of the setup can be found at 

https://tinyurl.com/TIFRmasktester 

 

https://github.com/shescitech/TIFR_Mask_Efficiency
https://tinyurl.com/TIFRmasktester


Potential Route To Scale Up Involving Dumpling Steamers 

The scalability of this setup to a multi-mask arrangement using a home “idli-steamer” was shown 

in Fig. 9 of the main manuscript. We suggest that this technique can easily be scaled up to much 

larger numbers using steamers commonly used in typical institutional canteens. Fig. S2 shows a 

typical large sized “idli-steamer” used in a typical Indian canteen. With small modifications, such 

a system could easily be configured to hold 40-50 masks (in 2 layers) for a moist-heat based 

decontamination process. We also note that multilayer similar steamers for making dumplings like 

“momos” are also common in parts of India and Asia. 

  

Fig. S2 (a) shows a large-scale insert and (b) shows the steamer used in a typical Indian canteen, 

such an arrangement can easily hold 40-50 masks in two layers. 

 

 


